
System
Frequency range
Short term max power
Long term max power
Sensitivity (1W/1M)
Impedance
Tweeter (Silk dome)
Woofer (PP cone)
Terminals
Dim (HxWxD)   

Mini
Bass refl ex
70Hz-20kHz
60W
40W  
86dB
4-8 ohm
20mm
100mm
Binding post
220x140x208 mm 
   

Tangent Millennium Mini and 100

100
Bass refl ex
45Hz-20kHz
100W
80W  
86dB
4-8 ohm
25mm
165mm
Biwiring
330x210x270 mm 
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www.tangent-audio.com

200
Bass refl ex
45Hz-20kHz
200W
100W  
88dB
4-8 ohm
25mm
2 x 165mm
Biwiring
900x210x270  
  

System
Frequency range
Short term max power
Long term max power
Sensitivity (1W/1M)
Impedance
Tweeter (Silk dome)
Woofer (PP cone)
Terminals
Dim (HxWxD)(mm)  
 

Millennium Subwoofer
System Bass refl ex
Woofer 10” long throw woofer
Amplifi er power 150W RMS
Amplifi er max peak power 400W
Frequency range 30 – 150Hz
Max SPL 112dB
Auto power on/off Yes
Adjustable volume Yes
Adjustable cross-over 40-120Hz
Adjustable phase 0/180 degrees
Stereo high level input Yes
Stereo high level output loop through
Voltage 120/240V~50/60Hz
Dimensions (HxWxD) 435x320x405mm

Tangent Millennium 200 and Subwoofer


