
NEW for Fall 2008

portable headphones
Audio-Technica’s new headphones are engineered to 
deliver more impactful & natural sound, more reliable 
performance, more sonic delight. Wherever your music 
takes you, experience more.



ATH-ES7  
portable headphones
• Luxurious ear cushions for maximum  
 comfort and isolation 
• CCAW voice coils provide efficient signal transfer 
• New 42 mm drivers for clear reproduction
• 4' (1.2 m) Y cord 
• Gold-plated 3.5 mm stereo mini-plug

also available in white and red

also available in white

ATH-CK9  
in-ear headphones
• Balanced armature drivers for high-fidelity audio 
• Acoustic seal for outstanding sound isolation 
• Reversible design—wear cord down or up 
• 4' (1.2 m) Y cord & gold-plated mini-plug
• Includes hard case and S/M/L earpieces 

ATH-ESW9A  
portable wooden headphones
•  Wooden housings made of African Paddock  
 for superior acoustic reproduction
• Specially designed 42 mm drivers deliver  
 outstanding audio 
• Soft earpads provide luxurious comfort  
• Headphones fold for compact portability  
• Includes protective pouch

ATH-CKM50A  
in-ear headphones
• Direct diaphragm mount for precision 
 audio reproduction
• 12.5 mm rare-earth drivers 
• 2' (0.6 m) cord with 3.3' (1.0 m) extension 
• Gold-plated 3.5 mm stereo mini-plug
• Includes pouch and S/M/L earpieces 

ATH-CK10  
in-ear headphones
• Dual-balanced armature drivers for high- 
 fidelity audio 
• Acoustic seal for outstanding sound isolation 
• Cord fits comfortably around the ear  
• 4' (1.2 m) Y cord & gold-plated mini-plug
• Includes hard case and S/M/L earpieces 

ATH-PRO5MSA  
stereo headphones
•  Rotating earpieces with camouflage housings 
• 40 mm neodymium drivers, CCAW voice coils 
• Circumaural design ensures superior isolation 
• Adjustable cushioned headband  
• Gold-plated 3.5 mm stereo mini-plug, 1/4" adapter 
• Ultra-flexible coiled cable with left-side entry

ATH-PRO5VA  
stereo headphones
• Rotating earpieces ideal for DJs 
• 40 mm neodymium drivers, CCAW voice coils 
• Circumaural design ensures superior isolation 
• Adjustable cushioned headband  
• Gold-plated 3.5 mm stereo mini-plug, 1/4" adapter 
• Ultra-flexible coiled cable with left-side entry

ATH-SQ5A  
stereo headphones
• High-fidelity sound, thanks to 40 mm  
 drivers, CCAW voice coils 
• Foldable design with rectangular  
 headphone cups 
• Generously cushioned earpads and  
 headband offer long-wearing comfort
• Gold-plated 3.5 mm stereo mini-plug

ATH-CK7A  
titanium in-ear headphones
• 11 mm rare-earth drivers deliver impactful bass,
 extended treble and high fidelity 
• Titanium construction for durability & light weight 
• 4' (1.2 m) Y cord & gold-plated mini-plug 
• Includes hard case and S/M/L earpieces

ATH-ON3A  
portable headphones
• Crystal-clear, high-performance audio 
• Ultra-light headband & cushioned earpads 
• 30 mm drivers for impactful, natural sound
• Housings swivel for fold-flat portability  
• 4' (1.2 m) Y cord & gold-plated mini-plug

ATH-ES3A  
portable headphones
•  Vibrant metallic finish, fold-flat design
• Large-diameter 28 mm neodymium drivers 
 for exceptional clarity 
• 4' (1.2 m) Y cord & gold-plated mini-plug
• Storage pouch included

ATH-FC700A  
portable headphones
•  New 40 mm neodymium drivers for  
 outstanding sound
• Sealed design prevents sound leakage 
• Headphones fold for compact portability
• Includes lightweight storage pouch, 1.6' cord  
 with 3' extension and gold-plated mini-plug 

also available in silver

also available in white, red and purple

also available in white
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ATH-CK52A  
in-ear headphones
• Loop Support design for stabilization  
 & sound quality
• 10.7 mm drivers for high-fidelity audio
• 4' (1.2 m) Y cord & gold-plated mini-plug
• Includes S/M/L earpieces 

ATH-CK6A  
in-ear headphones
• Interchangeable loop supports for  
 stability/sound quality
• 10.7 mm rare-earth drivers for detailed audio
• 4' (1.2 m) Y cord & gold-plated mini-plug
• Includes pouch, S/M/L earpieces and
 3 loop support options

also available in silver

clear & natural high-fidelity sound


