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Truck Mounted Container 
Provides Quick and Easy 
Access to Ultra-Drain Seals

Ultra-Drain Seal Plus Protects Drains And
Can Be Left Outside Long-Term 

• Installs quickly and easily
to trailer undercarriage 
— hardware included.

• Tethered hook and loop 
fastener secures end cap 
— allows quick and 
easy access.

• Polyethylene construction
will not rust or corrode.

Ultra DrainSeal TruckMount

Ultra Drain Seal Plus

Part# 2145

Part# 2146

Part# 2147

Fits 18” x 18”, 24” x 24”, 12” dia. and 20” dia. Drain Seals
(458 mm x 458 mm, 610 mm x 610 mm, 305 mm dia. and 508 mm dia. Drain Seals)

Fits 36” x 36” and 30” dia. Drain Seals (915 mm x 915 mm and 762 mm dia. Drain Seals)

Fits 42” x 42”, 48” x 48” and 42” dia. Drain Seals
(1,067 mm x 1,067 mm, 1,220 mm x 1,220 mm and 1,067 mm dia. Drain Seals)  

ULTRA-DRAIN SEAL TRUCKMOUNT
For use with 
Ultra-Drain Seals
(not included).

Part# 2146

U.S. Patent No. 6,530,722; Other Patent Pending

ULTRA-DRAIN SEAL PLUS
Square: Part# 2166: 18” x 18” • 7 lbs. (458 mm x 458 mm • 3 kg)

Part# 2167: 24” x 24” • 15 lbs. (610 mm x 610 mm • 7 kg) 
Part# 2160: 36” x 36” • 16 lbs. (915 mm x 915 mm • 7 kg) 
Part# 2161: 42” x 42” • 27 lbs. (1,067 mm x 1,067 mm • 12 kg) 
Part# 2162: 48” x 48” • 43 lbs. (1,220 mm x 1,220 mm • 19.5 kg) 
Part# 2163: 54” x 54” • 53 lbs. (1,372 mm x 1,372 mm • 24 kg)

Circular: Part# 2174: 12” dia. • 4 lbs. (305 mm dia. • 2 kg)
Part# 2175: 20” dia. • 7 lbs. (508 mm dia. • 3 kg)
Part# 2176: 30” dia. • 13 lbs. (762 mm dia. • 6 kg)
Part# 2177: 42” dia. • 26 lbs. (1,067 mm dia. • 12 kg)

Rectangular: Part# 2164: 18” x 58” • 20 lbs. (458 mm x 1,474 mm • 9 kg)
Part# 2165: 36” x 58” • 38 lbs. (914 mm x 1,474 mm • 17 kg)

One unit per box

Resists oil, water
and most aggressive 
chemicals, cleans 
with soap and water

Prevents contaminants
from entering drain

Helps comply 
with SPCC

Helps comply 
with NPDES

• Urethane bottom layer (same as Ultra-Drain Seal) keeps spills
from entering drains.

• Rugged, reinforced PVC top layer (yellow) provides 
protection from extended UV exposure and vehicular traffic.

• Excellent for use in parking areas, loading docks and other areas 
where drains may be driven over.

• Bright yellow color helps identify protected drains.
Flexible, non-absorbing bottom layer is reinforced with tear-
resistant mesh 


