
Dual Input/Switchable Analog Interface

Standard features:
Terminal block audio inputs/output
VGA through UXGA signal format
BNC outputs
1 RGsB/RGBS/RGBHV output
2 Buffered local monitor outputs
75 Ohms outputs
Switchable inputs by front panel, auto-switching 
or contact closure
Power LED status
Horizontal position control
Gray finish
Power cord included
1U (1.75in) high, ½ rack
Optional rack mount ears: DA1294FC
Optional rack mount shelf: DA1293FC
Optional table mount brackets: TM1271, TM1274
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System Analog Interface

Standard features:
VGA through QXGA signal format
BNC outputs
2 RGsB/RGBS/RGBHV outputs
1 Buffered local monitor output
75 Ohms outputs
Power LED status
Horizontal position control
Gray finish
Power cord included
1U (1.75in) high, ½ rack
Optional rack mount ears: DA1294FC
Optional rack mount shelf: DA1293FC
Optional table mount brackets: TM1271, TM1274
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System Universal Interface

Standard features:
VGA through QXGA signal format
BNC outputs
2 RGsB/RGBS/RGBHV outputs
Allows stripping sync from Green on output 1
1 Buffered local monitor output
75 Ohms outputs
Power LED status
Horizontal position control
Gray finish
Power cord included
1U (1.75in) high, ½ rack
Optional rack mount ears: DA1294FC
Optional rack mount shelf: DA1293FC
Optional table mount brackets: TM1271, TM1274
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Additional interfaces are also available in other product sections:

DA403-110, DA403-115: Designer Solutions/Intera® (see page 2.41)
MT103 series: MultiTasker® (see page 1.31)

Interfaces
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