
18     350 Bull World's Strongest Bead

350 BuLL™ SpLayed corner Bead
• Great for off angle walls
• Use with 0921 off angle 3-Way

350 BuLL arch™
•  The only exclusive Archway Bullnose in the 

world that doesn't require filling of notches on 
the exposed bead area

• Details as small as 15" inside and 24" outside
• Eliminates one coat of mud

stoCk no. lEngth pCs. pEr Box
35038 8' 35
35030 10' 35

stoCk no. lEngth pCs. pEr Box
35028 8' 25
35020 10' 25

350 BuLL™ kerFed Bead 
•  Leg can be inserted into the channel of many 

preformed door and window jambs
• Rounded Finish

stoCk no. lEngth pCs. pEr Box
35088 8' 35
35080 10' 35

350 BuLL™ corner Bead
•  Smaller radius & extra long legs allow 350 Bull to absorb extreme impact
• Half the radius of 3/4" Bullnose
• Great for accenting large and small details
• Does not require a setback of drywall
• Easy to use
• Free cleaning tool included

stoCk no. lEngth pCs. pEr Box
35008 8' 35
35009 9' 35
35010 10' 35
35012 12' 35

350 BuLL TradiTionaL STyLe arch kerFed Bead 
•  3/8" leg can be inserted into many preformed 

door and window jambs
•  Doesn't require filling notches on exposed bead area
• Finish from a 15" inside to a 36" outside radius

stoCk no. lEngth pCs. pEr Box

35180t 10' 25

350 BuLL™ TradiTionaL STyLe kerFed Bead 
•  3/8" leg can be inserted into the channel of 

many preformed door and window jambs
• Rounded Finish

stoCk no. lEngth pCs. pEr Box
35088t 8' 35
35080t 10' 35

stoCk no. lEngth pCs. pEr Box
35180 10' 25

350 BuLL™ arch kerFed Bead 
•  Leg can be inserted into many preformed door 

and window jambs
•  Doesn't require filling notches on exposed bead area
• Finish from a 15" inside to a 36" outside radius

U.S. PATENT #6,119,420

U.S. PATENT #6,119,420

U.S. PATENT #6,119,420

350 BuLL
• Absorbs Extreme Impact
• No Setback of Drywall

• Half the radius of 3/4" Bullnose

350 BuLL arch
• No-Notch Design Eliminates 

Perforations on Radius of Bead
• Revolutionary and Labor Saving

U.S. PATENT #6,691,477


