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Rocket
.27 Caliber Strip Tool
Semi-Automatic 
2" Pin Capacity
Power Adjust

mOST COmmOn fASTEnERS 

 PiN # sHANK LENGtH Most CoMMoN 
  iN  MM APPLiCAtioN

| SP58TH 5/8 15.9 All hard concrete and steel applications

| SP114 1-1/4 31.8 All hard concrete and steel applications

| 1510 1-1/4 31.8 All hard concrete and steel applications

ADVAnTAGES

| Very powerful

| Spring return front end—no manual resetting of the piston

| Power adjust—dial down 1-1/2 load levels

| Rugged soft grip handle

| Low recoil

| Ergonomically balanced

| 5 Year Warranty

SPECIfICATIOnS

| .27 caliber strip loads 2 (Brown), 3 (Green), 

 4 (Yellow), 5 (Red)

| Weight: 4.9 lbs.

| Length: 17.1"

| Muzzle Bushing O.D.:  3/4"

| Maximum Pin Length: 2" 

POlES fOR RAmSET AnD HIlTI® TOOlS

 CAtALoG # LENGtH 
| PTSEMI6 6 ' 
| PTSEMI8 8 '

 FITS: RamSET D60 and Rocket, HiLti DX36

Hilti® is a registered trademark of Hilti, Corp.

POlE ADVAnTAGES

| Rubber “motorcycle” grip for operator comfort and to reduce  
recoil level

| Delrin™ coupler on cable makes pole di-electric
| Nyloc™ nuts keep your adjustment fixed solidly on the trigger bar
| Top-quality hand lever
| Trigger bar adjusts easily for individual tools

ROcKeT

14
Place ORDeRS:  1-800-251-5640
TecH SUPPORT:  1-800-816-6645    
WeBSITe:   WWW.RAMSET.COM
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GAS  TECHNOLOGY
POW

DER  ACTUATED  FASTENING
RED  HEAD  LIGHT  DUTY  ANCHORING

This Ramset tool is protected by the following U.S. patents 
6837411,  7096577,  7021511, 6834788,  6981630.


