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DUAL LINK DVI DLX CABLES
CAB-DVIC-DLX-60MM     DUAL LINK DVI CABLE 60 FT (M-M) 
CAB-DVIC-DLX-100MM   DUAL LINK DVI CABLE 100 FT (M-M) 
CAB-DVIC-DLX-130MM   DUAL LINK DVI CABLE 130 FT (M-M) 
CAB-DVIC-DLX-160MM   DUAL LINK DVI CABLE 160 FT (M-M)
CAB-DVIC-DLX-200MM   DUAL LINK DVI CABLE 200 FT (M-M)

Copper based DVI Dual Link cables are available in lengths 
60, 100, 130, 160 and 200 feet. These cables are HDCP compliant. 

HDMI 1.3 CABLES
CAB-HDMI-01MM  HDMI CABLE 1 FT (M-M)
CAB-HDMI-06MM  HDMI CABLE 6 FT (M-M)
CAB-HDMI-10MM  HDMI CABLE 10 FT (M-M)
CAB-HDMI-15MM  HDMI CABLE 15 FT (M-M)
CAB-HDMI-25MM  HDMI CABLE 25 FT (M-M)
CAB-HDMI-30MM  HDMI CABLE 30 FT (M-M)
CAB-HDMI-50MM  HDMI CABLE 50 FT (M-M)

DVI TO HDMI CABLES 
CAB-DVI2HDMI-06MM DVI TO HDMI CABLE 6FT (M-M) 
CAB-DVI2HDMI-10MM DVI TO HDMI CABLE 10 FT (M-M) 
CAB-DVI2HDMI-15MM DVI TO HDMI CABLE 15FT (M-M) 
CAB-DVI2HDMI-30MM DVI TO HDMI CABLE 30 FT (M-M) 
CAB-DVI2HDMI-50MM DVI TO HDMI CABLE 50 FT (M-M)

Use these cables to convert DVI devices such as a PC to an HDMI display.
These cables are HDCP compliant.

The 1 - 50 feet HDMI cables support
resolutions up to 1080p. The 50 feet HDMI cable
support resolutions up to 1080i. These cables are
HDCP compliant. With a HDMI Booster, the 40 and
50 feet cables are good for resolutions up to 1080p.

LOCKING HDMI CABLES
CAB-HDMI-LCK-06MM HDMI TO LOCKING CABLE 6 FT (M-M) - RETAIL
CAB-HDMI-LCK-10MM HDMI TO LOCKING CABLE 10 FT (M-M) - RETAIL
CAB-HDMI-LCK-15MM HDMI TO LOCKING CABLE 15 FT (M-M) - RETAIL
CAB-HDMI-LCK-30MM HDMI TO LOCKING CABLE 30 FT (M-M) - RETAIL
CAB-HDMI-LCK-50MM HDMI TO LOCKING CABLE 50 FT (M-M) - RETAIL

HDMI Locking cables are to be used in devices that support them. The single locking screw allows 
a secure connection to the device. 
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SIMPLAY HD HDMI CABLES
CAB-HDMI-SHD-06MM  SIMPLAY HD HDMI CABLE 6 FT (M-M)
CAB-HDMI-SHD-10MM SIMPLAY HD HDMI CABLE 10 FT (M-M)
CAB-HDMI-SHD-15MM SIMPLAY HD HDMI CABLE 15 FT (M-M)
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