
Toll Free: (800) 494-6104

Wiha Quality Tools
Germany

9

128 51 Insulated 1/4” Drive Ratchet, EN 60900
Chrome-Vanadium steel.  Reversible.
Item OAL OAL
No. Inch mm Inch lbs. pkg.
128 51 1/4” 140 5.5 .28 1

1000Volt 128 Insulated 1/4” Extension Bars, ASTM F1505-01, 
EN/IEC 60900  Chrome-Vanadium steel.  
Item OAL   OAL
No. Inch mm Inch lbs. pkg.
128 54 1/4” 50 2.0 .06 1
128 55 1/4” 100 3.9 .12 1

1000Volt

Wiha Insulated 1/4” Sockets & Sets

313 Insulated 1/4” Drive Sockets - 6 Point,  Insulation according
to ASTM F1505-01, DIN 7448 specification, up to 1000 Volt.
Individually Tested. Chrome-vanadium steel, forged, oil-hardened.  
Item
No. Inch lbs. pkg.
313 36 3/16 .03 1
313 37 7/32 .03 1
313 38 1/4 .03 1
313 39 9/32 .04 1
313 40 5/16 .04 1
313 41 11/32 .04 1
313 42 3/8 .04 1
313 43 7/16 .05 1
313 44 1/2 .06 1
313 45 9/16 .07 1
*Sockets must be used with insulated ratchets & extensions

1000Volt

313 Insulated 1/4” Drive Sockets - 6 Point,  Insulation according
to ASTM F1505-01, DIN 7448 specification, up to 1000 Volt.
Individually Tested. Chrome-vanadium steel, forged, oil-hardened.  
Item
No. mm lbs. pkg.
313 26 5 .03 1
313 27 6 .03 1
313 28 7 .03 1
313 29 8 .04 1
313 30 9 .04 1
313 31 10 .05 1
313 32 11 .05 1
313 33 12 .06 1
313 34 13 .06 1
313 35 14 .07 1
*Sockets must be used with insulated ratchets & extensions

1000Volt

1000Volt
13 Pc. Insulated 1/4” Drive Socket Set - Inch

CV steel, forged, oil-hardened sockets.  Insulated after EN/IEC 60900. 
Item No. 313 90 Set includes the following:

3/16, 7/32, 1/4, 9/32, 5/16, 11/32, 
lbs. 3/8, 7/16, 1/2, 9/16”
1.39 12854 1/4” x 50mm Extension Bar

12855 1/4” x 100mm Extension Bar
12851  1/4” Ratchet - 140mm

313 90

1000Volt
13 Pc. Insulated 1/4” Drive Socket Set - Metric

CV steel, forged, oil-hardened sockets.  Insulated after EN/IEC 60900. 
Item No. 313 91 Set includes the following:

5, 6, 7, 8, 9, 10, 11, 12, 13, 14mm 
lbs. 12854 1/4” x 50mm Extension Bar
1.41 12855 1/4” x 100mm Extension Bar

12851  1/4” Ratchet - 140mm

313 91

Metric - 6 Point

Inch - 6 Point

290 06 Insulated 1/4” Drive T-handle, With Insulated Handle 
Insulation according to EN/IEC 60900, specification, up to 1000 Volt.
Individually Tested. Blade chrome-vanadium steel, hardened. 
Item OAL OAL
No. Inch mm Inch lbs. pkg.
290 06 1/4 160 6.2” .41 1

1000Volt


