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tenSiOneD ADvAntAge® DelUXe electROl®

4:3 viDeO FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

43" x 57" 109 x 145 72" 183 791/4" 201
50" x 67" 127 x 170 84" 213 901/4" 229
60" x 80" 152 x 203 100" 254 1041/4" 265
69" x 92" 175 x 234 120" 305 1181/4" 300
87" x 116" 221 x 295 150" 381 1451/4" 369

108" x 144" 274 x 366 180" 457 1701/4" 432
120" x 160" 305 x 406 200" 508 1871/4" 476

16:9 hDtv FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

45" x 80" 114 x 203 92" 234 1023/4" 261
52" x 92" 132 x 234 106" 269 1151/4" 293
54" x 96" 137 x 244 110" 279 1193/4" 304
58" x 104" 147 x 264 119" 302 1281/4" 326
65" x 116" 165 x 295 133" 338 1411/4" 359
78" x 139" 198 x 353 159" 404 1661/4" 422
90" x 160" 229 x 406 184" 467 1841/4" 405

16:10 WiDe FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

50" x 80" 127 x 203 94" 239 1033/4" 264
571/2" x 92" 146 x 234 109" 277 1161/4" 295

60" x 96" 152 x 244 113" 287 1203/4" 307
65" x 104" 165 x 264 123" 312 1291/4" 328
69" x 110" 175 x 279 130" 330 1343/4" 342

721/2" x 116" 184 x 295 137" 348 1421/4" 361
87" x 139" 221 x 353 164" 417 1631/4" 415

100" x 160" 254 x 406 189" 480 1851/4" 471

SQUARe FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Overall 
Case Length

 in. cm

50" x 50" 127 x 127 731/4" 186
60" x 60" 152 x 152 841/4" 214
70" x 70" 178 x 178 953/4" 243
84" x 84" 213 x 213 1121/4" 288
6' x 8' 183 x 244 1221/4" 311
8' x 8' 244 x 244 1253/4" 319
7' x 9' 213 x 274 1361/4" 346
9' x 9' 274 x 274 1343/4" 342
8' x 10' 244 x 305 1493/4" 380

10' x 10' 305 x 305 1463/4" 373
9' x 12' 274 x 366 1703/4" 434

12' x 12' 366 x 366 1751/4" 445

•	 Tensioning	system	provides	an	extra	flat	surface	for	
optimum	image	quality.

•	 Handsome	white	case	and	closure	doors	provide	a	clean	
look and allow easy installation of ceiling tiles.

•	 Designed	to	have	the	case	installed	during	the	“rough-in”	
stages of construction and the fabric assembly during the 
finish stage.

•	 The	Tensioned	Advantage®	Deluxe	Case	meets	
Underwriters	Laboratories	(UL)	Plenum	Testing	
Standards for use in air handling spaces.

•	 Standard	with	built-in	Low	Voltage	Control.

Available Screen Surfaces: Da-Mat®, High Contrast 
Da-Mat®, Pearlescent, Cinema Vision, High Contrast 
Cinema Vision, High Contrast Cinema Perf, HD 
Progressive	1.1	Perf,	Audio	Vision,	High	Contrast	Audio	
Vision,	Da-Tex®	(rear)	and	Dual	Vision.

See pages 6-10 for surface descriptions.

Built-in control 
options on page 15.  
Additional control 
options on pages 
39-40.

Concealed-In-The-Ceiling Tensioned Electric Screen 
with Closure Doors Designed with the Installer In Mind


