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SAFETY FIRST
Why risk potential electrical safety or fire issues by buying non-approved air movers? RAPTOR Centrifugal Air 
Movers are certified by Intertek Environmental Testing Laboratories to conform with applicable UL and CAN/
CSA safety standards for the U.S. and Canada.

CUSTOM COLORS & PRIVATE LABEL UNITS
Contact our restoration sales department for additional information regarding special color housings, includ-
ing color matches, as well as private label axial air movers. Minimum quantities apply.

RAPTOR® CENTRIFUGAL AIR MOVERS

Abatement Technologies RAPTOR Centrifugal Air Movers (CAM) are designed and built 
for rugged use by water restoration professionals. 

Advanced Drying Technology for Restoration Professionals



©2010, Abatement Technologies, Inc. All Rights Reserved. No reproduction of any portion of this advertisement is permitted without the express written permission of Abatement Technologies, Inc. All illustrations and specifications contained in this 
advertisement are based on the latest product information available at the time of printing. Abatement Technologies, Inc. reserves the right to (1) make changes at any time, without notice, to product designs, specifications, materials and colors; (2) 
to introduce new models to the marketplace; and (3) discontinue products as it sees fit. RAM1000 Brochure 3_11 . 

United States: 800.634.9091
Canada: 800.827.6443

Overseas: 678.889.4200
www.abatement.com

Rugged Construction

Rotational-molded polymer housing
Includes UV + Microbial Growth Inhibitors
Lifetime Limited Warranty

Excellent Airflow

High velocity - 3,275 fpm @ high speed

Tested actual output of 1,300 cfm @ high speed

Low Amperage Draw

2.8 amps (high speed) / 2.2 amps (low speed)

Daisy Chaining Capability (Deluxe Model)

Dual, GFCI-protected receptacles

10A circuit breaker

4 units draw only 11A combined on a 15A circuit

Convenience Features

Attached 25-foot power cord with grounded plug

Built-In cord wrap

Low-profile, recessed controls

High / Off / Low 3-Position Switch

Ergonomic handle

Perfect weight balance - only 25 pounds

Three operating positions (horizontal, 45 degrees & 
vertical)

Cabinets are interlocking & stackable

Rubber feet protect surfaces & eliminate vibration

Safety Certified for the U.S. & Canada

ETL certified to conform with 
UL & CAN/CSA safety & 
flammability standards


