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Overview

The new shoulder mount camcorder HXR-MC2500 provides a professional look and shooting style which is ideal for weddings, corporate

communications or education facilities. While light and easily portable, its full Shoulder Mount design means your clients immediately know you

mean business.  Workflow flexibility is enhanced by the ability to record directly onto a removable memory card or a 32GB internal flash memory

storage system in High Definition or Standard Definition. With this combination of the internal flash memory and memory card allows recording

functions such as “Relay” and “Simultaneous”. When Sony’s L-Series InfoLithium battery NP-F970 (optional) is used, the HXR-MC2500 is capable

of continuous long recording of up to 14 hours - perfect for those occasions where you don’t want to stop recording, such as weddings or business

conferences.  It is designed to be the ideal, entry-level match for almost any type of non-linear workflow. It’s an exceptionally cost-effective

production package for DVD or Blu-ray content, one that’s flexible enough to express your creative ideas and meet your client’s requirements. 

 

Highlights

*    Wide angle 26.8mm* professional quality Sony G Lens technology

provides exceptional image fidelity.(*35mm equivalent) 

*    12x zoom: 2.9mm to 34.8mm provides wide angle of view. 

*    1/4"-type back-illuminated Exmor R CMOS sensor offers exceptional

low-light sensitivity (1.6 lux). 

*    Quick AF system improves precise auto focus even in low light

situations. 

*    Full raster 1920 x 1080i AVCHD high definition recording at up to

24Mbps. 

*    Built-in 32GB solid state flash drive can store up to three hours of HD

video recorded in PS mode (28Mbps). 

*    One Media Card Slot conveniently accepts: SD/SDHC/SDXC and

Memory Stick Duo / Memory Stick PRO Duo / Memory Stick PRO-HG Duo

media cards. 

*    Assignable lens ring allows precise manual control of focus, exposure,

white balance, iris and shutter speed. 

*    3.0"-type LCD technology brings higher contrast and brightness to the

LCD display. 

*    Optical SteadyShot® Image Stabilization and Active Mode SteadyShot

mode provide tenfold camera shake reduction even on the telephoto end. 

*    In addition, Active SteadyShot corrects camera sway that occurs while

walking. 

 

Features

Features Benefits

Wide-angle G Lens The HXR-MC2500 comes equipped with a sophisticated G Lens that incorporates Sony's unique optical design

 technology and quality control, delivering exceptional performance on a par with some of the best lenses in 

the industry. The HXR-MC2500 itself is optimised to perfectly complement the G Lens with an advanced image

 sensor and Sony’s famous image processing technology. This improves picture performance whether 

zooming in on the action, or getting a perspective on the big picture with a 26.8mm* lens offering the widest 

angles in this class of camera, which enables wide-angle shooting even in tight spaces.  

 *35mm or equivalent. 

Wide-angle G Lens The HXR-MC2500 comes equipped with a sophisticated G Lens that incorporates Sony's unique optical design

 technology and quality control, delivering exceptional performance on a par with some of the best lenses in 

the industry. The HXR-MC2500 itself is optimised to perfectly complement the G Lens with an advanced image

 sensor and Sony’s famous image processing technology. This improves picture performance whether 

zooming in on the action, or getting a perspective on the big picture with a 26.8mm* lens offering the widest 



angles in this class of camera, which enables wide-angle shooting even in tight spaces.  

 *35mm or equivalent. 

Optical SteadyShot with

Active Mode

This feature ensures smooth movement while recording footage in many challenging shooting situations. In

addition, Sony’s innovative 3-Way Shake-Cancelling technology adds electronic roll stability for even smoother

video capture. This latest version of image stabilisation technology realizes images that are up to 10x steadier

for wide angle shooting than conventional Optical SteadyShot images. As the user zooms in, an intelligent

digital image stabiliser starts to blend in and work together with its optical counterpart to effectively reduce

camera shake. This technology also reduces shake in the rolling direction that commonly occurs when

shooting while walking.

Wide angle view, high

contrast OLED viewfinder

and 3-inch wide LCD

panel

The HXR-MC2500 is equipped with an OLED Tru-Finder™ electronic viewfinder, offering a high resolution of

approximately 1.44 million dots with high contrast levels. Sony’s proprietary viewfinder technologies allow for

better tonal reproduction and more detailed picture information when shooting. In addition, there is also the

built-in 3-inch wide high resolution LCD panel (approximately 0.92 million dots) for crisp and bright views.

Wi-Fi/NFC functions for

seamless connection to

smartphones

The HXR-MC2500 can connect to mobile devices such as smartphones or tablets via a Wi-Fi connection,

enabling monitoring and remote control functions such as start/stop recording, zoom control, iris control and

touch auto focus. Furthermore, it is also NFC-capable (Near Field Communications) to allow easy, one-touch

wireless connections to compatible mobile devices.

Multi-Interface (MI) Shoe The Multi Interface Shoe (MI Shoe) has an electric interface in its mechanical attachment allowing the

camcorder to communicate and control an attached accessory. Using an MI Shoe connection with sold

separate optional adapter SMAD-P3, the audio signal from a UWP-D series wireless microphone package can

be input from the wireless microphone receiver to the camcorder without an XLR cable. The power can be

supplied from the camcorder to the receiver and a battery is not required for the receiver operation. When the

battery is attached to the LED video light HVL-LBPC, the light can be switched ON and OFF from the

camcorder which syncs with recording trigger.

Manual Lens Ring with

Assignable Parameters

Using the assignable lens ring, users can manually adjust key parameters like Focus, White Balance,

Exposure, AE Shift, Iris priority and Shutter Speed priority. Users can control the G Lens iris to create an out-

of-focus effect in the foreground or background. Shutter-speed can also be controlled to create special effects,

such as the flowing motion of a waterfall or bird wings in flight etc.

Ideal for long event

shooting with 32GB

internal flash memory and

low power consumption

A 32GB internal flash memory enables longer duration recording of more than 150 minutes. In addition, by

using a combination of the internal flash memory and memory card in the MS/SD slot, recording functions such

as “Relay” and “Simultaneous” for backup can be available. When Sony’s L-Series InfoLithium battery NP-

F970 (optional) is used, the HXR-MC2500 is capable of continuous long recording of up to 14 hours. This is a

critical feature for important occasions where operators may not have the luxury to stop the camera, such as

during the filming of wedding ceremonies or other live events.

AVCHD – Ideal for

Memory Recording

AVCHD is a highly efficient data compression format which greatly reduces memory requirements, maximizing

the benefits of file-based recording with high image quality in a small file size. This is made possible by the

exceptionally efficient MPEG4 AVC/H.264 codec at 50/60p@28mbps. Many consumer electronic devices

already support AVCHD playback, and more are on the way. Numerous major NLE software programs feature

AVCHD input and editing. The HXR-MC2500’s Standard Definition recording format is in DV memory format.

Ergonomic Handle &

Controls

The ergonomically designed handle contains a convenient record button and zoom control, essential for low

position shooting. There are also cold shoes on the front and rear of the handle, which allow for the attachment

of two different types of accessories

Additional professional

features

A BNC Composite Terminal enables use of BNC cables for a professional secure connection, which prevents 

cable disconnect during critical shooting occasions such as live recording.  

 TC/UB Implementation: Time Code and User Bit are included for situations like multi-camera shoots 

 

Specifications

AVCHD Recording

Modes (1080 59.94i)

Specifications

Detail

HD-FH 17Mbps (1920x1080@59.94i/29.97P/23.98P, 1280x720@59.94p)

HD-FX 24Mbps (1920x1080@59.94i/29.97P/23.98P, 1280x720@59.94p)

HD-HQ 9Mbps (1280x720@59.94p)

HD-LP N/A

PS 28Mbps (1920x1080@59.94P)

Audio Recording

Specifications

Detail

Audio Recording Modes Linear PCM 2ch, 16bit, 48kHz / Dolby Digital 2ch, 16bit, 48kHz



Camera Specifications Detail

Splash-proof No

Exmor R Image Sensor

Specifications

Detail

Pixel Gross Approx.6590K pixels

Sensor 1/3.95-type(4.6mm) back-illuminated Exmor R CMOS Sensor

Video Active Approx.6140K pixels(16:9) 

Approx.4600K pixels(4:3) 

General Specifications Detail

Continuous Operating

Time

Approx. 285 min with supplied NP-F570 battery (video light Off) 

Approx. 135 min with supplied NP-F570 battery (video light On) 

Dimensions (W x H x D) 10 1/2 x 9 3/8 x 18 inches (265 x 235 x 455 mm) [body] 

10 1/2 x 9 1/2 x 18 1/8 inches (265 x 240 x 460 mm) [with lens hood, lens cap, microphone, and EVF 

eyepiece] 

Mass 6lb 2.8oz (2.80kg) [body] 

6lb 13.3oz (3.10kg) [with lens hood, lens cap, microphone, EVF eyepiece, shoe cap, and NP-F570 battery] 

Operating Temperature 32F to 104F (0C to 40C )

Power Consumption Approx. 3.3 W (with EVF On, Video light Off.) 

Approx. 3.3 W (with LCD monitor On, Video light Off) 

Power Requirements 7.2V (battery pack) 

8.4V (AC Adaptor) 

Recording Frame Rate

NTSC Mode

[HD] - PS(28Mbps) 1920 x 1080/60P - FX(24Mbps) 1920 x 1080/60i, 30p,24p, 16:9, 1280 x 720/60p - 

FH(17Mbps) 1920 x 1080/60i, 30p,24p, 16:9, 1280 x 720/60p - HQ(9Mbps) 1280 x 720/60p 

 

[SD] - DV(25Mbps) 720 x 480/60i, 16:9, 4:3 

Recording Frame Rate

PAL Mode

N/A

Recording/Playback Time Internal 32GB flash memory: - Approx. 145min (PS, LPCM) - Approx. 170min (FX, LPCM) - Approx. 225min 

(FH, LPCM) - Approx. 380min (HQ, LPCM) - Approx. 140min (DV, LPCM) 

Storage Temperature -4°F to +140°F (-20°C to +60°C)

Video Recording Format HD image quality: MPEG-4 AVC / H.264 AVCHD format Ver. 2.0 compatible 

SD image quality: DV standard compatible 

Weight 6lb 2.8oz (2.80kg) [body] 

6lb 13.3oz (3.10kg) [with lens hood, lens cap, microphone, EVF eyepiece, shoe cap, and NP-F570 battery] 

Included Lens

Specifications

Detail

35mm Equivalent equivalent to f=26.8-321.6mm on 35 mm lens(16:9) 

equivalent to f=32.8-393.6mm on 35 mm lens(4:3) 

Filter Diameter M37 mm

Focal Length f = 2.9-34.8mm

Focus AF/MF selectable, 10 mm to  (Wide), 800 mm to  (Tele)

Image Stabilizer ON(Standard/ACTIVE)/OFF selectable, shift lens

Iris F1.8 - F3.4  auto/manual selectable

Maximum Relative

Aperture

F 1.8

Optical Zoom 12x (optical), servo/manual

Inputs and Outputs

Specifications

Detail

AES/EBU Input N/A

Active Interface Shoe N/A

Component Out N/A

DC Out N/A

Digital Audio/Video HDMI connector - Type A (1)



Output(s)

Genlock In N/A

Gigabit Ethernet N/A

Lens Connector N/A

Light N/A

Remote Stereo mini-minijack (Ø 2.5 mm) partially LANC compatible

S-Video Out N/A

SDI In N/A

SDI Out N/A

TC In N/A

TC Out N/A

i.LINK N/A

Lens Specifications Detail

Lens Mount fixed lens

 

Accessories

Supplied Accessories   

Model: Description: U.S.List Price

Lens hood (1) Pricing available upon request

Lens cap (1) Pricing available upon request

Shoe Cap (1) Pricing available upon request

Viewfinder eyepiece (1) Pricing available upon request

Microphone (1) Pricing available upon request

Wind screen (1) Pricing available upon request

Video Light Diffuser (1) Pricing available upon request

USB adaptor cable (1) Pricing available upon request

Rechargeable battery pack (NP-F570) (1) Pricing available upon request

CD-ROM Operating instructions in PDF (1) Pricing available upon request

Operating instructions (1) Pricing available upon request

AC-L100C AC adaptor (1) Pricing available upon request

Power cord (1) Pricing available upon request

warranty (1) Pricing available upon request

Optional Accessories   

Model: Description: U.S.List Price

RM1BP Remote Commander $257.50

2NPF970/B InfoLithium L Series Rechargeable (2)  Battery Package $250.00

ACCL1BP Power supply & fast dual charger for HDV and NXCAM camcorders using

L series batteries.

$280.00

UWPD11/30 Lav Mic, Bodypack TX and Portable RX Wireless System $799.99

HVLLBPC High Power LED Video Light $649.99

SMADP3 MI SHOE ADAPTER $59.99

UWPD16/30 Lav Mic, Bodypack TX, Plug-on TX and Portable RX  Wireless System $1,029.99

UWPD12/30 Handheld Mic TX and Portable RX Wireless System $799.99

 

Resources



Brochure   

Description: Release Date Type/Size

HXR-MC2500 Solid

State Memory

Camcorder

pdf / 2,200K Download now

XDCAM/NXCAM

Camcorder Family

Brochure

pdf / 4,882K Download now
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