




MARK 17X SERIES FLAMEPROOF SMART POSITIONER 

SPECIFICATIONS 

Model 17XL 17XR 

Acting Type Single Double Single Double 

Input Signal 4-20 mA DC 

Minimum Current Signal 3.2 mA (Standard), 3.8 mA (Hart Included) 

Supply Pressure 0.14-0.7 MPa (1,4-7 bar) 

Stroke 10-150 mm I o- go· 

Impedance Max. 460 @ 20mA DC 

Air Connection PT, NPT 1/4' 

Gauge Connection PT, NPT 1/8" 

Conduit Entry PF (G) 1/2" 

Protection Grade IP66 

Explosion Proof Ex d llC T6 

Ambient Temperature Explosion Proof Temp.: -40 - 70°C (T6)/ -40 - 85°C (TS) 

Linearity +/- 0.5% F.S. 

Hysteresis 0.5% F.S. 

Sensitivity +/- 0.2% F.S. 

Repeatability +/- 0.3% F.S. 

Flow Capacity 70 LPM (Sup.=0.14 Mpa) 

Air Consumption 0.01 LPM (Sup.=0.14 Mpa@ idle) 

Output Characteristic Linear, Quick Open, EQ%, User Set (16 point) 

Vibration No resonance up to 100 Hz @ 6G 

Humidity s-95% RH @ 4o·c 

Communication (Option) HART Communication 

Feedback Signal (Option) 4-20mA (DC 10-30V) 

Material Aluminum Die casting 

Weight 3,0 kg 

Painting Epoxy Polyester Powder Coating 
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MARK 17X SERIES FLAMEPROOF SMART POSITIONER 

Mark 17X Dimensions 
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Rotary: 
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~ JORDANVALYE 
Jordan Valve, a division of Richards Industries 
3170 Wasson Road • Cincinnati, OH 45209 
513.533.5600 • 800.543.7311 • 513.871.0105 (f) 

jordan@richardsind.com • www.jordanvalve.com 


