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Ultra Grate Guard

ULTRA-GRATE GUARD
Part# 9272-SED Sediment Only Model, 18” x 24” x 4” (458 mm x 610 mm x 102 mm) Weight: 2.5 lbs. (1 kg)

Part# 9278-SED Sediment Only Model, 24” x 48” x 4” (610 mm x 1220 mm x 102 mm) Weight: 3.0 lbs. (1.5 kg)

Part# 9272-O/S Oil & Sediment Model, 18” x 24” x 4” (458 mm x 610 mm x 102 mm) Weight: 3.0 lbs. (1.5 kg) Absorbs up to 1.375 gallons (5 L) of oil per unit

Part# 9278-O/S Oil & Sediment Model, 24” x 48” x 4” (610 mm x 1,220 mm x 102 mm) Weight: 3.5 lbs. (1.5 kg) Absorbs up to 1.375 gallons (5 L) of oil per unit

Other stock sizes and custom sizes available. Replacement Oil-Only Absorbent Pillows Available for Oil & Sediment Model Ultra-Grate Guards.

Capture Sediment, Silt 
And Other Debris Before
They Enter Our Waterways
• For use with flat grate catch basins.

• Allows run-off to flow through while  
blocking sediment and/or capturing oil.

• Standard and custom sizes available.

• Helps comply with NPDES, 40 CFR 122.26 
(1999) and TMDL requirements.

U.S. Patent No. 5,725,782

Ultra Grate Guard Plus

ULTRA-GRATE GUARD PLUS
Part# 9130 Ultra-Grate Guard Plus, fits drains up to 48” x 59” (1,220 mm x 1,499 mm)

Part# 9142 Ultra-Grate Guard Plus, Curb-Style for combination drains, fits grates up to
48” x 54” (1,220 mm x 1,372 mm) and curb inlets 22”–35” (559 mm x 889 mm)

Part# 9143 Ultra-Grate Guard Plus, Curb-Style for combination drains, fits grates up to
54” x 60” (1,372 mm x 1,524 mm) and curb inlets 36”–60” (915 mm x 1,524 mm)

Install Catch Basin Filters Without
Removing Street Grates 

• Units are trimmed to fit almost any size drain. No need to 
stock multiple products or sizes to fit different drains.

• Installs quickly and easily with included hardware — grate 
does not need to be moved or lifted.

• Rugged, polymer components will not rust or corrode.

• Built-in overflow port eliminates ponding and flooding during 
major rainfall events.

• Woven polypropylene construction provides superior strength 
and durability.

• Available for standard street drains and combination drains 
(street drains with curb inlets).

• Helps comply with NPDES, 40 CFR 122.26 (1999) and TMDL 
requirements.
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