
Packed Line Valves, Angle Backseating Solder 
to Solder

Features:
Maximum working pressure (PS):  700 psig, 48 bar
Working temperature range (TS): -40°F/300°F, -40°C/149°C
Compatible with all CFC, HCFC and HFC refrigerants and oils
UL/cUL Recognized, CE Certified
Forged brass body
Plated steel stem suitable for refrigerants and other industrial fluids non-corrosive 
to brass and steel
Asbestos-free stem packing material

Dimensions

Metric Dimensions

Replacement References

 A (in) B (in) C (in) Wt
 (lb)

Part 
Number

D (in) E (in)

A 17506 5/8 5/8 1.40 0.661 4.20

B 32080 7/8 7/8 2.28 0.991.75 6.20

 A (in) B (mm) C
 (mm)

Wt
 (kg)

Part 
Number

D 
(mm)

E
 (mm)

A 17506 16 16 36 0.3025 107

B 32080 22 22 58 0.4544 157

Part 
Number

Standard Seal Cap

Material Seal Cap

Replacement Seal Cap

Brass Plastic Steel

A 17506 Steel A 04566 A 04597 P 34627 A 04566

B 32080 Plastic P 34632 A 04597 P 34632 A 04566
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121 Rogers Street  •   Hartsville, TN 37074
(800) 251-8983 or (615) 374-2124

FAX (800) 529-0884 or (615) 374-0932

RoHS Compliant.  Comply with ISO 9001 Standards.

www.muellerindustries.com


