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28-166k hDmi keYstoNe

iNseRt

Keystone HDMI 1.3b Female to Female

Insert Fits in a standard keystone

cutout, 1.3b Certified Female HDMI on

front and back  Keystone is rotated 90

degrees to insert into any standard

keystone faceplate Gold-plated

connections. Designer style wall plate

not included. Overall depth 1",  Color:

White.

28-168-1 (1 port), 28-168-2

(2 port) hDmi DesigNeR

stYLe WALL pLAtes

Designer style Wall plate with

Straight Snap-In HDMI Female to

Female Coupler 1 or 2 port Designer

style wall plates, with Female/Female

gold plated HDMI gender changer

module so you can use standard

HDMI cables.1.3b Certified, 

Color: White.

28-169-1 (1 port), 28-169-2

(2 port) hDmi DesigNeR stYLe

WALL pLAtes

Designer style Wall plate with 90

Degree Snap-In HDMI Female to

Female Coupler 1 or 2 port Designer

style wall plates, with 90 degree (Right

Angle) Female/Female HDMI gender

changer module so you can use

standard HDMI cables inside walls

without having to bend your cables at

angles that could damage them.

Includes a single or double Designer

style plate. 1.3b Certified, Color: White.

28-171-1 (1 port), 28-171-2 (2 port)

Designer Style Dual Port HDMl HDMI1.3

Female to Female Couplers Fits into the

designer style wall plates with inner

locking snap-in cutouts, included, Color:

White.

28-172 hDmi / CompoNeNt WALL

pLAte

Designer style HDTV Video Wall plate with HDMI

and Component Video Feed-Thru Jacks

Gold plated HDMI F/F and 3 RCA F/F connectors,

Color Coded: RED, GREEN, BLUE allow you to

couple two HDMI cables and Component Video

cables together within a in-wall installation. Perfect

for HDTV and home theater needs. Color: White.

28-166-Lp single Version

28-167-Lp Dual Version                                

hDmi to hDmi FeeD-thRU
White plastic designer style insert

plate with single or dual HDMI

Female to Female feedthrus.

Comes with red L.E.D. signal

indicator.  Nickel plated. Includes

mounting hardware. Color is

white.

hDtV 40-1074 hDmi BALUN

Designer style looking wall

plate HDMI Balun over 2

Cat5e/Cat6 Cables

Cable Distance (CAT5e)

1080P, 100 ft., CAT6 Cable

125 ft. 1080i, 200 ft. 720P,

200 ft. 480P, 300 ft. HDMI

In\Out Connectors: 19 pin

Female Jacks, 2 x RJ45

Shielded Jacks each unit.

Color: White Dimensions: 

L-4.5" x W-2.75" x D-1.25".

40-1075 DesigNeR stYLe

WALL pLAte BALUN,

hDmi AND iR oVeR 2

CAt5e/CAt6 CABLes

HDMI 1.3b and IR designer style

wall plate balun system over two

Cat5e, Cat 6 cables. Cable

Distance (CAT5e) 1080P, 100

ft., CAT6 Cable 125 ft. 1080I,

200 ft. 720P, 200 ft. 480P, 300

ft. HDMI In\Out Connectors: 19

pin Female Jacks, 2 x RJ45

Shielded Jacks each unit, 2 x

3.5mm jacks (IR). Includes IR

Receiver, Emitter, External AC

power adapter. Color: White.

Note: Do not use other

manufactures receivers with this

balun, only the included receiver

will work. 

40-hW01 hDmi AND iR 

WALL pLAte BALUN

HDMI 1.3 and IR wall plate balun system over

two Cat5e, Cat 6 cables. Transmission

Distance (CAT5e) 1080P, 100 ft., CAT6 Cable

125 ft. 1080i, 200 ft. 720P, 200 ft. 480P, 300

ft.. External AC power adapter included.

Color: White, Sold in pairs.
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