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lARge ADvAntAge® electROl®

4:3 viDeO FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

123" x 164" 312 x 417 210" 533 1831/2" 466
141" x 188" 358 x 478 240" 610 2071/2" 527
159" x 212" 404 x 538 265" 673 2311/2" 588
177" x 236" 450 x 599 295" 749 2551/2" 649

16:9 hDtv FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

106" x 188" 269 x 478 216" 549 2071/2" 527
119" x 212" 302 x 538 243" 617 2311/2" 588
133" x 236" 338 x 599 271" 688 2551/2" 649

16:10 WiDe FORMAt DiMenSiOnS
Viewing Area

H x W
 in. cm

Nominal 
Diagonal

 in. cm

Overall 
Case Length

 in. cm

110" x 176" 279 x 447 208" 528 1951/2" 497
1171/2" x 188" 283 x 478 222" 564 2071/2" 527

SQUARe FORMAt DiMenSiOnS
Size

H x W
 in. cm

Overall 
Case Length

 in. cm

10'6" x 14' 320 x 427 1831/2" 466
14' x 14' 427 x 427 1831/2" 466
12' x 16' 366 x 488 2071/2" 527
16' x 16' 488 x 488 2071/2" 527

13'6" x 18' 411 x 549 2311/2" 588
18' x 18' 549 x 549 2311/2" 588
15' x 20' 457 x 610 2551/2" 649
20' x 20' 610 x 610 2551/2" 649

16'6" x 22' 503 x 671 2791/2" 710
22' x 22' 671 x 671 2791/2" 710
18' x 24' 549 x 732 3031/2" 771

•	 Heavy	duty	aluminum	extruded	white	case	provides	a	
clean look and allows easy installation of ceiling tiles.

•	 Designed	to	have	the	case	installed	during	the	“rough-in”	
stages of construction and the fabric assembly during the 
finish stage.

•	 The	Large	Advantage®	Deluxe	Case	meets	Underwriters	
Laboratories	(UL)	Plenum	Testing	Standards	for	use	in	
air handling spaces.

Available Screen Surfaces: Matte	 White	 and	 High	
Power®.

See pages 6-10 for surface descriptions.

Large Venue Electric Screen Designed with the Installer 
In Mind

Built-in control 
options on page 15.  
Additional control 
options on pages 
39-40.


