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manual Wall-mounted projection Screens

PreMier/SerieS C

ArtiSAn/SerieS M

crAnk-operAteD WItH tenSIonInG

HAnD-crAFteD to complement  
your room FurnISHInGS

FeAtureS
Premier/Series C—the manually operated screen 
with a perfectly flat viewing surface. Its Tab Tensioning 
System delivers perfect picture quality and meets the 
exacting requirements of large-screen video and data 
projection. Operated by a slim, polished aluminum 
crank, which may be detached for storage. Steel case 
and special tensioning dowel are finished in flat black. 

Your choice of M1300, M2500, HiDef Grey or Cineflex 
rear projection viewing surface. See page 10 for more 
benefits of Tab Tensioning.

optIonS
• Extra Drop—Up to 12´ overall height, either white or 

black (standard). Extra drop will increase the overall 
length of the case.

• Black Masking Borders—Standard for all formats.

• Projected Mounting Brackets—provides a  
6˝ clearance.

SIzeS AnD FormAtS
AV Format from 50˝ x 50˝ to 12´ x 12´

NTSC Format from 6´ to 15´ diagonal

HDTV Format from 92˝ to 161˝ diagonal

WideScreen Format from 99˝ to 162˝ diagonal

Custom sizes available.

Full details available at:  
www.draperinc.com/go/PremierC.htm

Mounting angle
and hardware
by others.
Suggested for
recessed installations.

Fasteners for
wall mounting
by others.

S Hooks for
suspended installation.

FeAtureS
Artisan Series projection screens are enclosed in solid 
hardwood cases to complement the fine furniture in 
your conference room. Your choice of a conventional 
viewing surface: Matt White, Glass Beaded or High 
Contrast Grey.

optIonS
• Case Styles—Choose one of four case styles, 

available in several hardwoods and laminate finishes. 
Refer to page 15.

• Extra Drop—In white or black (white is standard  
on AV format; black for all others). Up to 8´  
overall height.

• Black Masking Borders—Borders are optional for 
AV format screens and standard for all other formats.

SIzeS AnD FormAtS
Available in the same sizes and formats as 
motorized Artisan screens—Refer to page 15.

Full details available at:  
www.draperinc.com/go/ArtisanM.htm


