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This durable 8-position Listening Center connects with media 
players to expand classroom learning opportunities. Its rug-
ged and dependable headphones, carry/ storage case and 
jackbox are constructed for individual and group tutorials, lit-
eracy groups, language lessons, story-time activities, Special 
Education, ELL

1. Rugged Polypropylene Carry / Storage case
 • Holds entire listening center contents
 • Impact resistant

2. Eight 2924AVP Monaural headphones
 • Fully adjustable, noise-reducing earcups made with
   rugged ABS plastic for added durability
 • Permanently attached cord with     
   reinforced connection

3. 8-position 1218AVPY Monaural jackbox
 • Silver-plated contacts eliminate “crackling” sound
   when connecting headphones
 • Individual volume control for each listening station
 • Permanently attached cord with 1/4” & 3.5mm plugs

Project Intercept
Please contact us immediately if you experience any difficulties with your Listening 
Center. Our “Project Intercept” customer serviceprogram will quickly repair or replace 
items under warranty. Simply contact us via phone or email warranty@califone.com 
Visit our website to learn more about the complete line of Califone® audio enhancing 
and visual technology products including: Wired and Wireless public address systems, 
wireless microphones, headphones & headsets, group listening centers, multimedia 
players, computer peripheral products and installed classroom infrared systems. We 
are proud of helping teachers enhance student understanding and achievements since 
1947, with your satisfaction as our first priority.

Specifications

Monaural Headphones 2924AVP

Earcups  Ambient noise-reducing earcups, with
  slotted baffles to prevent access to the
  headphone’s inner speaker 

Construction Earcups made with rugged ABS
  plastic for added durabilty 

Sensitivity  98dB ± 3dB at 1kHz

Earpads  Foam-filled leatherette

Cord  Permanently attached 6’ coiled cord
  with reinforced connection

Plug  Nickel Plated 1/4”

Headband Rugged PVC with Comfort Sling

Monaural Jackbox 1218 AVPY
Number 
of Listening 
Positions  8 1/4” jacks with individual volume control

Cord  Permanently attached, 5 foot with dual
  1/4” and 3.5mm plug

Volume Control Continuously variable

Contact Points Silver-plated for better connections and
  are moisture resistant to prevent corrosion

Housing  Rugged ABS plastic for durability and safety

Dimensions 2” H X 4.25” L X 4.25” D

For more information about any of the 8-Position Deluxe Learning 
Center components, consult their individual spec sheets.

Weight  Total ship weight 11 pounds

Warranty 3 years warranty on headphones, 1 year on all 
  other components - warranty covers use in school, 
  business, church and government facilities
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