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The AN-30 is the smallest AC-powered monitor in the Anchor Audio product line and is the ultimate in extreme 
portability. This tiny powerhouse weighs just one and a half pounds and emits 100 dB of loud clear sound. 
Connect up to 2 wireless microphones and 1 wired microphone for voice projection. This expandable system 
lets you daisy-chain units for as much coverage as you need over time and offers flexible mounting options for 
stands, wall, or ceiling. The AN-30 is perfect for classrooms, AV carts, conference rooms and more.
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• 100 dB of clear sound
• 30W AC
• 1.9 GHz wireless mic frequency 
• 150’+ wireless microphone range 
• 1/4” mic input
• 3.5 mm AUX line input
• 3.5 mm AUX line output to daisy chain  

multiple units
• One 4.5” woofer

• Reach crowds of 100+
• Connect up to two wireless mics 
• Stand & bracket mountable 
• Built-in bracket mount screws for easy 

installation (bracket with Allen wrench sold 
separately)

TECH SPECS FEATURES

https://www.youtube.com/watch?v=VsV0bJjb7VA
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AN-30U2

AN-30U2 and 1 wireless microphone

SYSTEM 1
481150
Beltpack WB-LINK & 
Headband Mic HBM-LINK

481100 
Handheld Mic WH-LINK
AN-30BP-H

481160
Beltpack WB-LINK & Lapel Mic  
LM-LINK

481170
Beltpack WB-LINK & Collar Mic  
CM-LINK

(AC POWERED)
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AN-30 and 1 wired microphone

(AC POWERED)
SYSTEM ECO1

481050
Handheld Wired Mic 50

481055
Headband Wired Mic HBM-50

AN-30


